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Caution

(1) You are hereby notified that any dissemination, distribution or copying of this document without written
consent is strictly prohibited.

(2) The contents of this document are subject to change without prior notice.

(3) We tried to ensure the content of this document but if you find any mistakes, please let us know.

(4) Regardless of article (3), we cannot be responsible for any damages/influences caused by the use of this
driver.

(5) If you do not agree any of above, you are not allowed to use the driver.

Trade marks

CUPS, Red Hat, Debian, CentOS, Ubuntu, Raspbian, Apple, Macintosh and all other company names or product
names are the trademarks or registered trademarks of their respective holders.

CITIZEN is a registered trademark of Citizen Watch Co., Ltd.



1. Introduction

1.1 Outline

This document describes an installation procedure and the function of the CUPS driver. Before using, please
read this document, and use it correctly.

CUPS (Common Unix Printing System) is a standard printing system of Unix-based OS such as Linux and macOS.
The target reader of this document is expert of Unix-based OS and printing systems works correctly. If you do
not understand what this document tries to explain, please leave the installation/setting to experts.

1.2 Supported 0OS

This driver supports the following operation system.
® Linux (32bit/64bit).

® Mac OSX 10.9 or higher.

1.3 Operating environment
The explanation of this document is tested in the following environment.

Linux Distribution CUPS Ver.

Red Hat CentOS 6.10 (x86) 1.4.2
CentOS 8.2 (x64) 2.2.6

Debian Ubuntu 16.04.5 LTS (x86) | 2.1.3

Ubuntu 20.04.1 LTS (x64) | 2.3.1
Raspbian Strech (ARM) 2.2.1

Macintosh CUPS Ver.
Mac OSX (Intel) 10.15.7 2.3.1
Mac OSX (Apple Silicon) 11.2.1 2.3.4

1.4 Supported Model
Supported models of this driver are as shown below.
For details of each model, refer to the Printer User’s Guide.

CBM1000, CD-S500,CT-D101, CT-D150, CT-D151, CT-E301, CT-E351, CT-E601, CT-E651, CT-S751, CT-P29X,
CT-52000/2000L, CT-S251, CT-S280, CT-S281, CT-S300, CT-S310/310II, CT-S601/601II, CT-S651/65111I,
CT-5801/8011I, CT-S851/8511II, CT-S4000, CT-S4500, PMU22XX, PMU23XX, PPU700, CMP-20II, CMP-30I1



2. Steps of CUPS driver installation

Driver installation takes following 2 steps.
Step1: Printer driver installation (Explanation in section3)
Step2: Adding printer to CUPS (Explanation in section4)

3. Printer driver installation
By this installation job, files (PPD=definition file and filter file) in the package are copied.

3.1 CUPS driver installation procedure to Linux

These instructions use Cent0S8.2 as the example operation system. Depending on the version of the CentOS,
there are some differences in the picture. But it is a similar procedure.

In Red Hat based Distribution, RPM package is used for installation.

The RPM file installation can be done either on GUI or command line (terminal).

“DEB" package file is also available.

As the installation steps for the Debian based distribution like Ubuntu are close to the explanation of RPM file.
Please refer to this document for the installation with DEB package file as well.

(Exception: Explanation for command line is added for DEB file.)

If supplied RPM or DEB files are not suitable for your environment, source code of the driver is available at
https://www.citizen-systems.co.jp/en/printer/download/#driver

It is necessary to compile and install the driver at user side. Simple instruction is available at the site.


https://www.citizen-systems.co.jp/en/printer/download/#driver

3.1.1 RPM file installation on GUI

me  Downlosds »

ctapos-cups-12.6-0.x86.64.pm

Double-click RPM file.

It is not mandatory to put
the ROM file on the
desktop like left picture.

ctzpos-cups

7
(S|

Details

When the message like left
picture comes up, press
“Install” button.

Authentication Required

Authentication is required to install untrusted software

& root

Password: | |

Authenticate

When password for root is
required, please enter the
root password.

The installation of the

printer driver is executed.




3.1.2 RPM file installation or update on command line

Enable the root privileges by “su” command.

Move to the directory where the RPM file is located.

Run “rpm” command with “-U” option and file name.
Example: rpm -U ctzpos-cups-1.2.6-0.i386.rpm

(For the DEB package file of Debian based distribution, use the dpkg command with “-i” option and file name.)



3.2 CUPS driver installation procedure to macOS

These instructions use macOS 10.15.7 as the example operation system. Depending on the version of the
macQOS, there are some differences in the picture. But it is a similar procedure.

3.2.1 Steps of the installation

4RO0E P aRBROBROD -~ BF -

Finder Flle Edit View Go Window Help B F Fizsm Q

Double-click the disk image
file (.dmg) to mount disk
image. Then double-click
the package file.

It is not mandatory to put
the file on the desktop
like the picture.

‘® & Install CITIZEN CUPS Driver

Welcome to the CITIZEN CUPS Driver Installer

# Introduction
software.

You will be guided through the steps necessary to install this

Continue

When the message like left
picture comes up, press
“Continue” button.




® & Install CITIZEN CUPS Driver

Software License Agreement

English E

Introduction

® License IMPORTANT

This User License Agresment ("ULA") s a legal agreement between you and CITIZEN
SYSTEMS JAPAN CO. LTD. ("CSJ") and governs your use of the SOFTWARE (CUPS
driver). Your use of the SOFTWARE Is deamed to be your acceptance of the Terms and
Conditlons of this ULA set out below.

You only may use the SOFTWARE If you agree to ablde by the following Terms and
Conditlons. f you decline to agree, you are not authorized to use the SOFTWARE.

Terms and Conditions

1. Ownership.

AN rights, tiles and interest in &nd to the SOFTWARE, its copy and the documents associated
therewith are owned by C5J or such party which is authorized by C5J the ownership of tha rights,
tithes and interest in the relevant part of the SOFTWARE. Theae rights to the SOFTWARE ara
Bcensad to you a3 prescribed in the Aricla 2. In na ewent should it be canstrued as an exprassion
o assign or sell any copyrights of or any other inteliectual proparty rights to the SOFTWARE from
C5J to you.

2. Grant of License.
2.1 C5J grants you a non-axclusive, non-transferable license to inatall and use the SOFTWARE
within the country of your prasent domicile.

2.2 CSJ further grants you & kcanse 1o make only one (1) beck-up copy of the SOFTWARE at al
timeas.

Print... Save... Go Back Continue

When the message like left
picture comes up, press
“Continue” button.

@ Install CITIZEN CUPS Driver
To continue installing the software you must agree to the terms of the
software license agreement.

Click Agree to continue or click Disagree to cancel the installation and quit
the Installer.

Read License Disagree Agree

If you agree with the
software license
agreement, press “Agree”
button.

Standard Install on "Macintosh HD"

Intreduction This will take 421 KB of space on your computer.

License Click Install to perform a standard installation of this software
for all users of this computer. All users of this computer will

Destination Select .
estination selec be able to use this software.

@ Installation Type

Go Back Install

When the message like left
picture comes up, press
“Install” button.

Printer driver files are
installed to boot volume.




— Installer is trying to install new software.

—a
I E . Enter your password to allow this.

Lser Name: user

Please enter the password.
If you log-in as the user
without administrator
privileges, enter the name
and password for
administrator.

Password: |
Cancel Install Software
o0 ‘@ Install CITIZEN CUPS Driver & | When installation is
The installation was completed successfully. finished successfully, you
can see the screen like this.
Introduction
, Press “Close” button to
License
Destination Select finish installation.
Installation Type
Installati ; s
netatistion The installation was successful.
® Summary

The software was installed.




4. Adding printer to CUPS
This procedure is the same in Linux and macOS.

4.1 Automatic installation

After the printer driver installation is done, if the plug & Play function is effective for USB/parallel interface,

printer driver is automatically added to CUPS by connecting USB/Parallel interface printer.

On the browser, navigate to http://localhost:631. This is the home page of CUPS.

2 Printers - CUPS 1.4.2 - Mozilla Firefox - o x
File Edit View History Bookmarks Tools Help
| & Printers - CUPS 1.4.2 | & |
@ [ localhost:631/printers, v @] ["'V E&] ik
G Home Administration Classes Online Help Jobs Printers [
Search in Printers: | | [ search || clear |
Showing 1 of 1 printer.
v Queue Name v Description Location Make and Model Status
CT-S8011l CITIZEN CT-S80111 livedvd.centos CITIZEN CT-S80111 Idle

CUPS and the CUPS logo are trademarks of Apple Inc. CUPS is copyright 2007-2009 Apple Inc. All rights reserved.

Installed driver can be
found on the “Printers”
tab.

4.2 Manual installation

This example shows the steps to install driver of CT-S6511I connected via serial port.

On the browser, navigate to http://localhost:631.

2 Home - CUPS 1.4.2 - Mozilla Firefox - o x
File Edit View History Bookmarks TIools Help
| @ Home - CUPS 1.4.2 [
4 @ localhost:631 v & [ @] &
C Home Administration Classes Online Help Jobs Printers m

CUPS 1.4.2

other UNIX"-like operating systems.

CUPS for
Administrators

CUPS for Users

Overview of CUPS

Command-Line Printing and Adding Printers and Classes

Options

Managing Operation Policies

Whats New in CUPS 1.4 Printer Accounting Basics

UserF )
serForum Server Security
Using Kerberos Authentication
Using Network Printers

cupsd.conf Reference

Find Printer Drivers

CUPS is the standards-based, open source printing system developed by Apple Inc. for Mac OS® X and

UNIX
PRINTING
SYSTEM

CUPS for Developers
Introduction to CUPS Programming
CUPS API

Filter and Backend Programming
HTTP and IPP APIs

PPD API

Raster API

PPD Compiler Driver Information File
Reference

Developer Forum
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Choose “Administration
tab or click the link of
“Adding Printers and
Classes”
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http://localhost:631/
http://localhost:631/

) Administration - CUPS 1.4.2 - Mozilla Firefox 1 | Press “Add Printer” button.
File Edit View History Bookmarks Tools Help
& Administration - CUPS 1.4.2 u dh \
@ [ localhost:631/admin v @] ["'V Eﬁ] ik
G Home Administration Classes Online Help Jobs Printers :} [
Printers Server
| Add printer | | Find New Printers | | Edit Configuration File || View Access Log || View Ermor Log |
TS | | view Page Log |
Server Settings: =
Classes 9
Advanced p-
| Add Class || Manage Classes | Show printers shared by other systems
[ Share printers connected to this system
Jobs I Allow printing from the Intemet
[ Allow remote administration
T [ Use Kerberos authentication (FAQ)
| Manage Jobs | N K .
— I Allow users to cancel any job (not just their own)
[ Save debugging infermation for troubleshooting
| change Settings | ||
RSS Subscriptions
Add RSS Subscription
\ J =
. — : If user name & password is
K2 Authentication Required 3

A usemame and password are being requested by http://localhost:631. The site says:
"CUPS"

User Name: [

required, please enter the
user name and password of
the administrator.

Password: [ l
| Cancel | | OK |
) Add Printer - CUPS 1.4.2 - Mozilla Firefox R | If the serial port to connect
File Edit View History Bookmarks Tools Help
& Add Printer - CUPS 1.4.2 [ the printer is shown in the
4= (@ localhost:631/admin M-E & & & .
port list, choose the port
G Home Administration Classes Online Help Jobs Printers [:] (E S A |P rt #1) d
X. S€rial Fo an
A\Y H ”
Add Printer press “Continue”.
Local Printers: @ Serial Port #1
Serial Port #2 g H H
5081 Printor If the printer interface is

Discovered Network Printers:

Other Network Printers: O Intemet Printing Protocol (http)
Backend Error Handler
Windows Printer via SAMBA
LPD/LPR Host or Printer
AppSocket/HP JetDirect
Internet Printing Protocol (https)
© Internet Printing Protocol (ipp)

| continue |

CUPS and the CUPS logo are trademarks of Apple Inc. CUPS is copyright 2007-2009 Apple Inc. All rights reserved.

LAN or WLAN, select the
AppSocket/HPJetDirect
other network printer,
Socket://IP address: 9100
and please enter.
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) Add Printer - CUPS 1.4.2 - Mozilla Firefox BEE3 | When serial port setting
File Edit View History Bookmarks Tools Help
& Add Printer - CUPS 1.4.2 [ menu is shown, choose the
4= (@ localhost:631/admin M-E & & & ] )
setting to match the serial
G Home Administration Classes Online Help Jobs Printers [:]
port of the connected
Add Printer printer. (Serial port setting
o of the printer can be
Connection: serial/devittyS0?baud=115200
Baud Rate: (9600 |5) checked by self printing.)
Parity:  None ¢ |
Data Bits: 8 ¢ | Press “Continue” button.
Flow Control: | DTR/DSR (Hardware) | & |
| Continue |
CUPS and the CUPS logo are trademarks of Apple Inc. CUPS is copyright 2007-2009 Apple Inc. All rights reserved.
] Add Printer - CUPS 1.4.2 - Moxzilla Firefox | If you like, enter any hame
File Edit View History Bookmarks Iools Help
€ Add Printer - CUPS 1.4.2 =] to "Name”, "Description”
@ [ localhost:631/admin V@] l""’ & & .
C and “Location”.
C Home Administration Classes Online Help Jobs Printers :]

Add Printer

Name: [T:T:ZEI‘]_TTfSES'_:: l

May contain any printable characters except "/, "#", and space)

Human-readable description such as "HP LaserJet with Duplexer")

l

(
Description: |
(
(

Location:
(Human-readable location such as "Lab 1)
Connection: serial/devittyS0?baud=115200
Sharing: ] Share This Printer

| Continue |

CUPS and the CUPS logo are trademarks of Apple Inc. CUPS is copyright 2007-2009 Apple Inc. All rights reserved

In this example,
“CITIZEN_CT-S65111" is set
to “Name”.

If you want to share the
driver, put the check mark
in “Share This Printer”.,

12




/] Add Printer - CUPS 1.4.2 - Mozilla Firefox

=l | This is to choose the PPD
File Edit View History Bookmarks Tools Help
& Add Printer - CUPS 1.4.2 [ file which is copied from
4= (@ localhost:631/admin M-E & & & )
“| | RPM file.
G Home Administration Classes Online Help Jobs Printers :} “ ”
Choose “CITIZEN” from
A\ /H
Add Printer Maker” list and press
“Continue” button.
Name: CITIZEN_CT-S6511I
Description:
Location:
Connection: serial/devittyS0?baud=115200
Sharing: Do Not Share This Printer
Make: | Apple L
Brother H
Canon
Cltoh
Compaq
DEC
Dell
DNP
Dymo
| Continue |
Or Provide a PPD File: | Browse...
| Add Printer | R
&)
] Add Printer - CUPS 1.4.2 - Mozilla Firefox - o x Choose the model to InSta”
File Edit View History Bookmarks Tools Help
& Add Printer - CUPS 1.4.2 [ in the “Mode|” ||St and
48 (@ localhost:631/admin v & [ #) “ . ”
press “Add Printer” button.
C Home Administration Classes Online Help Jobs Printers :]
This will end the printer
Add Printer driver installation and move
A\} H n”
Name: CITIZEN_CT-S651II to Set DefaUIt Optlons
Description:
Location: menu.

Connection: serial:/devittyS0?baud=115200
Sharing: Do Not Share This Printer
Make: CITIZEN | Select Another Make/Manufacturer |

Model: |CITIZEN CT-5401 (en) [~]
CITIZEN CT-S601 (en)
CITIZEN CT-S6011 (en)

CITIZEN CT-5651 (en)
CITIZEN CT-5801 (en)
CITIZEN CT-S8011l (en)
CITIZEN CT-5851 (en)

CITIZEN CT-5851l1 (en)
CITIZEN CT-52000 (en) [~

Or Provide a PPD File: | Browse...

[ Add printer |

If you continue setting for
“Set Default Options”,
please move to section 5.2.

13




) Printers - CUPS 1.4.2 - Mozilla Firefox — o

File Edit View History Bookmarks Tools Help

& Printers - CUPS 1.4.2 [

@ [ % localhost:631/printers/ v @l ["'V @] 1
C Home Administration Classes Online Help Jobs Printers [:]

Search in Printers: | || search || Clear |

Showing 2 of 2 printers.

—X-Queue Name v Description Location
CITIZEN_CT-S65111 CITIZEN CT-S651l1 Idle
T Cr-o8otn CITIZEN CT-S601M Tivedvd.centos CITIZEN GT-5801M Tdle

Added printer driver
CT-S6511I1I can be found on
the “Printers” tab.

14




5. Driver function and settings
This procedure is the same in Linux and macOS.

5.1 Steps up to the “"Set Default Options” menu
Choose “Printers” tab.

/] Printers - CUPS 1.4.2 - Mozilla Firefox - 7 x
File Edit View History Bookmarks Tools Help

( Printers - CUPS 1.4.2 u G ‘

4= (@ localhost:631printers/ M-NE Y & @

Search in Printers: | | [ search || clear |

Showing 2 of 2 printers.

v Queue Name v Description Location Make and Model
CITIZEN_CT-S6511l CITIZEN CT-S6511I
CT-s801ll CITIZEN CT-S801lI livedvd.centos CITIZEN CT-S801ll

CUPS and the CUPS logo are trademarks of Apple Inc. CUPS is copyright 2007-2009 Apple Inc. All rights reserved.

G Home Administration Classes Online Help Jobs Printers [:]

Status
Idle
Idle

Installed drivers are shown.
Choose the link of the
driver for function setting.

) CT-S80111 - CUPS 1.4.2 - Mozilla Firefox
File Edit View History Bookmarks Iools Help
(% CT-5801I1 - CUPS 1.4.2 u Gl ‘

v &

B

@ [ localhost:631/printers/C

CT-S801II (Idle, Accepting Jobs, Shared, Server Default)

| | Maintenance :)i| IAdministratinn ¢
Description: CITIZEN CT-S801II
Location: livedvd.centos
Driver: CITIZEN CT-S8011l (color)
Connection: usb:/CITIZEN/CT-S801lI
Defaults: job-sheets=none, none media=adobe X72MMY180MM_71.9667x179.917mm

Jobs

Search in CT-S801Il: | || search || Clear |

| show Completed Jobs || Show All Jobs |

No jobs.

CUPS and the CUPS logo are trademarks of Apple Inc. CUPS is copyright 2007-2009 Apple Inc. All rights reserved

C Home Administration Classes Online Help Jobs Printers :]

“Maintenance” and
“Administration” menu can
be found.
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CT-S80111 - CUPS 1.4.2 - Mozilla Firefox
File Edit View History Bookmarks Ibols Help

@ CT-5801I1 - CUPS 1.4.2 [
@ [ localhost:631/printer ~ @] [“.'V
C Home Administration Classes Online Help Jobs Printers :]

CT-S801II (Idle, Accepting Jobs, Shared, Server Default)

[Maintenance ¢ | | Administration ¢|
Maintenance __izEN GT-5801Il

Pause Printer % pvd.centos

Reject Jobs IZEN CT-S801ll (calor)

Move All ob
Cancel Alljobs _[/CITIZEN/CT-S80111

Defaults: job-sheets=none, none media=adobe X72MMY180MM _71.9667x179.917mm

Jobs

Search in CT-58011I: | | search || clear |

[ show Completed Jobs || Show All Jobs |

No jobs.

CUPS and the CUPS logo are trademarks of Apple Inc. CUPS is copyright 2007-2009 Apple Inc. All rights reserved

In the “Maintenance”
menu, choose “Print Test”
for test printing.

CT-5801I11 - CUPS 1.4.2 - Mozilla Firefox

File Edit View History Bookmarks Iools Help

€ CT-5801I1 - CUPS 1.4.2 [
4 [ localhost 5 =B
C Home Administration Classes Online Help Jobs Printers :}

CT-S801Il (Idle, Accepting Jobs, Shared, Server Default)

[Maintenance ¢ | | Administration =

Description: CIT| Administration
L Modify Printer
Location: livec pejete printer

Driver: CITI S
T | set As Server Default %
Connection: usb: se; Allowed Users

Defaults: job-sheets=none, none media=adobe_X72MMY180MM_71.9667x179.917mm

Jobs

Search in CT-S8011I: | || search || clear |

| Show Completed Jobs || Show All Jobs |

No jobs.

CUPS and the CUPS logo are trademarks of Apple Inc. CUPS Is copyright 2007-2009 Apple Inc. All rights reserved

In the “Administration”
menu, choose “Set Default
Options” for driver option
(function) setting.
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5.2 “Set Default Options” menu

In this menu, “General”, “Drawer Options”, “Cut Options” and “Buzzer Options” are available unique options our

CUPS driver. (Depending on the model, those options are not available or not effective.)

Because “Banners”, “Policies” are common function of CUPS, explanation is omitted.

5.2.1 General

Set Printer Options - CUPS 1.4.2 - Mozilla Firefox
File Edit View History Bookmarks Iools Help
| € Set Printer Options - CUPS 1.4.2 | & |

48 [ @ localhost:631/admin/ v & [ @] &
C Home Administration Classes Online Help Jobs Printers :] m
Set Default Options for CT-S801I1
General Drawer Options Cut Options Buzzer Options Banners Policies
General
Color Model: | Monochrome ¢ |
Media Size: | 72mm * 180mm ¢ |
Paper Media: | Normal Paper ¢ |
Paper Type: | Receipt ¢ |
| Set Default Options |
1)

“General” is the option to
choose the Color Model,
the media size, the paper
media and the paper type.

Set Printer Options - CUPS 1.4.2 - Mozilla Firefox

File Edit View History Bookmarks Tools Help
| & Set Printer Options - CUPS 1.4.2 U GH \

4 (@ localhost:631/admin

-G &

C Home Administration Classes Online Help Jobs

Set Default Options for CT-S801I1

General Drawer Options Cut Options  Buzzer Options

General

Color Model:
Media Size: N S|
Grayscale L—

Paper Media: | Normal Paper | ¢ |

Paper Type: | Receipt ¢ |

| set Default Options |

Banners

Printers

Policies

Choose the Color Model.
You can choose
Monochrome or Grayscale.

17




Set Printer Options - CUPS 1.4.2 - Mozilla Firefox
File Edit View History Bookmarks Tools Help
@ Set Printer Options - CUPS 1.4.2 | 4k |

@ [ localhost:631/ac ~ @] I'.lv
C Home Administration Classes Online Help Jobs Printers :]
Set Default Options for CT-S801l1
General Drawer Options Cut Options Buzzer Options Banners Policies

General

Color Model: | Monochrome ¢ |

Media Size: | 72mm * 180mm ¢

Paper Media; | 72mm * 70mm
72mm * 8omm
Paper Type: 72mm * 90mm
72mm * 100mm
—72mm* 110mm
| set Defaul 72mm * 120mm
72mm * 130mm
72mm * 140mm
72mm * 150mm
72mm * 160mm
72mm * 170mm
72mm * 190mm % |:
72mm * 1000mm
72mm * 2000mm
80mm * 20mm
80mm * 30mm

Choose the combination of
maximum print area width
and print area length.
Listed paper size depends
on the printer driver.

Set Printer Options - CUPS 1.4.2 - Mozilla Firefox
File Edit View History Bookmarks Tools Help
& set Printer Options - CUPS 1.4.2 | &k |

4@ [ localhost:631/admin/ ~ @] ['.lv
G Home Administration Classes Online Help Jobs Printers :}
Set Default Options for CT-S801I1
General Drawer Options Cut Options Buzzer Options Banners Policies

General

Color Model: | Monachrome 2 |
Media Size: | 72mm * 180mm ¢ |

Paper Media:ermal pper 2]

Paper Type: Label/BM Paper g

| set Default Options |

Choose the paper media.
You can choose Normal
Paper or Label/BM Paper.
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Set Printer Options - CUPS 1.4.2 - Mozilla Firefox
File Edit View History Bookmarks Tools Help
& set Printer Options - CUPS 1.4.2 u il ‘

@ [ localhost:631/admin/ ~ @] I'.lv

G Home

Administration Classes Online Help Jobs Printers

Set Default Options for CT-S801I1

General Drawer Options Cut Options Buzzer Options Banners Policies

General

Color Model: | Monachrome 2 |
Media Size: | 72mm * 180mm ¢ |
Paper Media: | Normal Paper ¢ |

Paper Type:

| set Defau\Lic,kEt_y

You can choose Receipt or
Ticket as paper types.
Receipt allows flexible
paper length according to
the data length to avoid
waste of paper. Ticket print
in fixed length even the
print data is short.

5.2.2 Drawer Options

Set Printer Options - CUPS 1.4.2 - Mozilla Firefox
File Edit View History Bookmarks Iools Help
© Set Printer Options - CUPS 1.4.2 | 4k |

48 (@ localhost:631/admin/#DrawerGrou M-S

General Drawer Options Cut Options Buzzer Options Banners Policies

Drawer Options

Drawer Type: | No Drawer |2 |
Drawer Pulse Width: | 200 ms ¢ |

| set Default Options |

“Drawer Options” is to set
cash drawer type and pulse
length to send to the cash

drawer.
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/] Set Printer Options - CUPS 1.4.2 - Mozilla Firefox - 8 x Choose #2 for Cash
File Edit View History Bookmarks TIbols Help
& Set Printer Options - CUPS 1.4.2 | & | drawerl and choose #5 for
@ [ localhost:631/admin/#DrawerGrou ~ @] l‘."’ @] i
=[ | cash drawer2.
General Drawer Options Cut Options Buzzer Options Banners Policies
Drawer Options
Drawer Type: [ No Drawer < | m
Drawer Pulse Width: B &
rawer (#2) %
Drawer (#5)
| set Default Options
© Set Printer Options - CUPS 1.4.2 - Mozilla Firefox - 3 x P
File Edit View History Bookmarks Tools Help Usua”y, |t IS nOt necessary
€ Set Printer Options - CUPS 1.4.2 ud}-“ tO ad]USt the pulse tO Send
48 (@ localhost:631/admin/#DrawerGrou -IE N @] &%
A | to cash drawer but when
General Drawer Options Cut Options Buzzer Options Banners Policies
necessary, change the
Drawer Options
value.

Drawer Type: | No Drawer | |

Drawer Pulse Width:

50 ms

| set Defaul 100 ms
—— 150ms

250 ms
300 ms
350 ms
400 ms
450 ms
500 ms

20




5.2.3 Cut Options

1] Set Printer Options - CUPS 1.4.2 - Mozilla Firefox - o x
File Edit View History Bookmarks Tools Help
( Set Printer Options - CUPS 1.4.2 u dh ‘

Cutting method for middle

page end (Page) and

4@ [ localhost:631/admin/#CutGrou ~ @] ["“’ E&] ﬁ
| | cutting method for receipt
General Drawer Options CutOptions Buzzer Options Banners Policies
end (Job) can be chosen.
Cut Options
Normal Paper (Page/Job): | partial Cut / Partial Cut| | m
Label/BM Paper (Page/Job): | No Cut / No Cut ¢ |
| set Default Options |
© Set Printer Options - CUPS 1.4.2 - Mozilla Firefox - 3 x
File Edit View History Bookmarks Iools Help For the normal paper’ there
( Set Printer Options - CUPS 1.4.2 |] ap ‘ can be maXImum 6
48 [ @ localhost:631/admin/#CutGroup ~ & ﬁv @] &%
H | different cutting method
General Drawer Options Cut Options Buzzer Options Banners Policies

Cut Options

Normal Paper (Page/Job):

Label/BM Paper (Page/Job): :§ Eﬁt i t"p;n?:f cut

No Cut / Full Cut

| set Defaul
Partial Cut / Full Cut
Full Cut / Full Cut

combinations by partial cut,
full cut and no cut.
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Set Printer Options - CUPS 1.4.2 - Mozilla Firefox

Eile Edit View History Bookmarks Tools Help
@ Set Printer Options - CUPS 1.4.2 | & |

« [ localhost:631/admin/#CutGrou hd @] [""’ ﬁ] #

General Drawer Options CutOptions Buzzer Options Banners Policies

Cut Options

Normal Paper (Page/Job): | partial Cut / Partial Cut| < |

Label/BM Paper (Page/Job):
| set Defaul Mo Cut / Cut #
— Cut / Cut

For the label/black mark
paper, cut or no cut can be
chosen.

5.2.4 Buzzer Options

Set Printer Options - CUPS 1.4.2 - Mozilla Firefox

File Edit View History Bookmarks Tools Help
@ set Printer Options - CUPS 1.4.2 | < |
4 @ localhost:631/admin/#BuzzerGro -R N & &

General Drawer Options Cut Options Buzzer Options Banners  Policies

Buzzer Options

Start Job Beeps:| o ¢
End Job Beeps: | o ¢

Set Default Options |

Buzzer function of printer
can be utilized from the

driver.
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2 Set Printer Options - CUPS 1.4.2 - Mozilla Firefox - o x
File Edit View History Bookmarks Tools Help
( Set Printer Options - CUPS 1.4.2 u dh ‘
@ [ localhost:631/admin/#BuzzerGroup v @] ["'V Eﬁ] ﬁ'
B
General Drawer Options Cut Options Buzzer Options Banners Policies
Buzzer Options
Start Job Beeps:
End Job Beeps: -
2
| set Defaul 3 ns

4

5

6

7

8

9
2 Set Printer Options - CUPS 1.4.2 - Mozilla Firefox - o x
File Edit View History Bookmarks Tools Help
( Set Printer Options - CUPS 1.4.2 u dp \
@ [ localhost:631/admin/#BuzzerGroup v @] [-"v Fﬁ] &

B
General Drawer Options Cut Options Buzzer Options Banners Policies

Buzzer Options

Start Job Beeps: |02 |
End Job Beeps:

g

| set Defaul ns

DO~ R W N

The timing of buzz can be
selected from top of receipt
(Job Start) or end of receipt
(Job End). Number of buzz
can be selected from 1 to 9.
Default setting is no buzz.
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6. CUPS driver uninstallation

6.1 CUPS driver uninstallation procedure of Linux

6.1.1 Deleting driver from CUPS

From Administration menu explained in section 5.1, choose “Delete Printer”.

6.1.2 RPM file uninstallation on GUI
If the software to manage the package is available, uninstall the RPM file.

6.1.3 RPM file uninstallation on command line
Enable the root privileges by “su” command.
Run the “rpm” command with “-e” option and file name (no file extension).

Example: rpm -e ctzpos-cups-1.2.6-0.i386

(For the DEB package file of Debian based distribution, use the dpkg command with “-r” option and file name.)
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6.2 CUPS driver uninstallation procedure of macOS
6.2.1 Deleting driver from CUPS
From Administration menu explained in section 5.1, choose “Delete Printer”.

6.2.2 Delete the filter file and the PPD file

Installer installs the filter file and PPD file.

If you want to delete the files, run “Terminal” and delete filter files and PPD files by “rm” command. Deleting
file requires administration privileges. So use “sudo” command like “sudo rm /file]".

[Installed file list]

Filter file

Library Printers CITIZEN Filter rastertocbmi1k
rastertocds500
rastertocts2kl
rastertocts801ii

PPD file

Library Printers PPDs Contents Resources CBM1000.ppd.gz

CDS500.ppd.gz
CTD150.ppd.gz
CTD151.ppd.gz
CTE351.ppd.gz
CTE651.ppd.gz
CTP29X.ppd.gz
CTS2Klabel.ppd.gz
CTS251.ppd.gz
CTS253.ppd.gz
CTS255.ppd.gz
CTS257.ppd.gz
CTS751.ppd.gz
CTS280.ppd.gz
CTS281.ppd.gz
CTS300.ppd.gz
CTS310.ppd.gz
CTS310II.ppd.gz
CTS401.ppd.gz
CTS601.ppd.gz
CTS6011I.ppd.gz
CTS651.ppd.gz
CTS65111.ppd.gz
CTS801.ppd.gz
CTS8011I.ppd.gz
CTS851.ppd.gz
CTS85111.ppd.gz
CTS2000.ppd.gz
CTS4000.ppd.gz
CTS4500.ppd.gz
PMU22XX.ppd.gz
PMU23XX.ppd.gz
PPU700.ppd.gz
CMP2011.ppd.gz
CMP3011.ppd.gz
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6.2.3 Delete the package information
Package information added by the installation can be deleted as follows.
Command to delete package information
sudo pkgutil --forget jp.co.citizen-systems.cupsdriver.pkg

26



27

CITIZEN CUPS Driver Guide
March 5, 2021 For Ver. 1.2.6
CITIZEN SYSTEMS JAPAN CO., LTD.

http://www.citizen-systems.co.jp/



http://www.citizen-systems.co.jp/

	1. Introduction
	1.1 Outline
	1.2 Supported OS
	1.3 Operating environment
	1.4 Supported Model

	2. Steps of CUPS driver installation
	3. Printer driver installation
	3.1 CUPS driver installation procedure to Linux
	3.1.1 RPM file installation on GUI
	3.1.2 RPM file installation or update on command line

	3.2 CUPS driver installation procedure to macOS
	3.2.1 Steps of the installation


	4. Adding printer to CUPS
	4.1 Automatic installation
	4.2 Manual installation

	5. Driver function and settings
	5.1 Steps up to the “Set Default Options” menu
	5.2 “Set Default Options” menu
	5.2.1 General
	5.2.2 Drawer Options
	5.2.4 Buzzer Options


	6. CUPS driver uninstallation
	6.1 CUPS driver uninstallation procedure of Linux
	6.1.1 Deleting driver from CUPS
	6.1.2 RPM file uninstallation on GUI
	6.1.3 RPM file uninstallation on command line

	6.2 CUPS driver uninstallation procedure of macOS
	6.2.1 Deleting driver from CUPS
	6.2.2 Delete the filter file and the PPD file
	6.2.3 Delete the package information



